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Rate | Nominal Voltage
Input Scale Range
Part Number Range Factor Resolution for Full
°fs mv/efs ofg Scale
Rate
2099640-0100 50 100 0.005
299641-0100 | 100 50 0.01
289642-0100 | 200 25 0.02 5V
298643-0100 | 500 10 0.05
289644-0100 | 1000 5 0.10
Note: Zero rate gives 0 V
Table 1

The VSG power requirements are given in Table 2.

Supply voltages +8.5 Vo +18V (wrt 0 V)

Current <130 mA

Noise and rippte de to 1 kidz: 50 mV pk-pk (max)
Table2

The wiring schadule is given in Figure 1.

For further information contact: Marianne Daly

BAE SYSTEMS

Clittaford Road, Southway, Plymouth, Devon, PL8 6DE,
England

Tel: 01752 723020, Fax: 01752 722085

e.mail: marianne.daly @baesystems.com

Notes:  The output voltage (blue lead) is relative to the
0 V reference voltage (green iead).
The external reference cutput (orange lead) is
for referencing to a digital circuit with a
maximum load of 1 mA.
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Rate | Nominal Voltage
Input Scale Range
Part Number Re?sge :f\'ﬁt‘;; Resuo;gtion fg::;"e"
Rate
299640-0100 +50 100 0.005
299641-0100 { 100 50 0.01
299642-0100 +200 25 0.02 +5V
299643-0100 +500 10 0.05
299644-0100 | +1000 5 .10
Note: Zero rate gives 0V
Table 1
The VSG power requirements are given in Table 2.
Supply voltages +8.5Vio +18V (wrt O V)
Current <130 mA
Noise and ripple dc to 1 kHz: 50 mV pk-pk (max)

Table2
The wiring schedule is given in Figure 1.
Notes:  The output voltage (blue lead) is relative to the
0 V reference voltage (green lead).
The external reference output (orange lead) is
for referencing to a digital circuit with a
maximum load of 1 mA.

For further information contact: Marianne Daly

BAE SYSTEMS

Clittaford Road, Southway, Plymouth, Devon, PL6 6DE,
England

Tel: 01752 723020, Fax: 01752 722095

e.mail: marianne.daly@baesystems.com
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